
Transducer Options Available 

 

1) AIRMAR B45T For Lowrance Models: HDS-10, HDS-5, HDS-5x, HDS-7, HDS-8, LCX-110C, LCX-111C HD, 

LCX-112C, LCX-113C HD, LCX-17M, LCX-20C, LCX-25C, LCX-26C HD, LCX-27C, LCX-28C HD, LCX-38C HD, 

LMS-335C DF, LMS-337C DF, LMS-339C DF iGPS, LMS-480, LMS-525C DF, LMS-527C DF iGPS, X105C DF, 

X107C DF, X126DF, X136DF, X-515C DF, X59DF , SIMRAD NSE 

 

2) AIRMAR B45T For Furuno 10pin Models: NavNet DDFF1 & BBFF1, GP1850, GP1650, GP7000F, FCV585, 

FCV620, LS4100, LS6100, GP1600F, GP1610CF, LS6100, FCV600L, Furuno LS6000, Furuno GP1800F 

 

3) AIRMAR B45T for Furuno Models: Furuno FCV522, FCV663, FMV603, FCV667, FCV582, FCV665, 

FCV668, FMV605, FCV665, FCV668, FMV605, FCV281, FCV602, FCV281, FCV581, All Koden 8 pin 600W 

CVS Fish Finders , Raytheon or JRC 8 Pin Plug. 

 

4) AIRMAR B45T for Raymarine Raydar Connector Models: Raymarine C-Series C70 , C80, C120, C90W, 

C120W, C140W, E-Series , E80, E120, E90W, E120W , E140W, DSM250, DSM300, DSM30, L755, SL755, 

L760, SL760, L770D, L770DRC, L1250, SL1250, SL1260, 50/200 kHz Dual Frequency, 500 W/1 kW Selected 

Automatically 

 

5) AIRMAR B45T for SIMRAD/JRC 7pin Models: Simrad 600W CE30, EQ30, CE32, CE33, CE34, CX33-E, 

CX34-E, CX44-E, CX54, EQ32, EQ33, CA40, CA42, CA44, CA50, CA54, CE40, CE42, CE44, CE50, CE54, EQ-40, 

EQ42, EQ-44, EQ-50, EQ-54 JRC - FF-50, FF-60, PLOT 500F, JFV-85 , JFV-850 , Raytheon 850 


